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Apply pads (L) to the bottom of 
Base (C) to avoid desk 
scratches.

Mount Bracket (F) to Base (C) with 
Bolts (J).Bolts could be tightened by 
the 4mm Allen Key (N).

Remove the adhesive backing 
from one side of the protective 
pad (K) and attach it to the base 
clamping (E) to avoid scratching 
the table.

Secure to the base clamp (E) by tightening the two screws on the base sheet metal (F) with a 4mm 
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Install the perforated clamping sheet 
metal (G) and hex nuts (I) in turn, then 
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Pass the carriage screw (H) through the square hole in the center of the base (C).
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tighten the set screw with a 4mm wrench (M).

Loosen the set screws on the arm (B) 
of the stand, then mount the stand 
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tighten the set screws with a 4mm 
wrench (M).
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the VESA plate up while install 
the computer screen.

First select the appropriate screws (M-A/M-C) or (M-B/M-D) according to the 
mounting holes on the back of the monitor, then assemble two of them together 
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screws (M-A/M-B/M-C/M-D) with a 6mm wrench (O) or your own screwdriver.
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Tighten the limiting screw
(do not over tighten).

Tighten the limiting screw
(do not over tighten).

1A-2

1A-3

1B-1

1B-2

OR

E1

2

N

KStep 1

10-55MM 55-85MM

2

N

1

K

Step 2


